
Surface
Above Jamb

STRIP DOORSTO ORDER:
Note:MOUNT

OR
Surface
mount

add 12”
to height
& width

Recessed
mounted

Our Most Popular

Measure Door-Ways Clear opening, Height x Width

Model no. AL--SM-”Height x Width ( of opening )
    for FACE MOUNT add 12” to height & width

• For Recessed
  Mount: Measure
  the door opening
    Hight x Width
• For Surface
   Mounting: Add
     12” to Hight
    & 12” to Width

price per Square Foot

Scratch-Guard

Model no. AL--RB-”Height x Width ( of opening )

$

$

FLEXIBLE - TRANSPARENT
CONSERVES ENERGY

QUICK & EASY INSTALLATION

Reduce Heat Loss in winter
and A/C loss in the summer

Outstanding Durability
Safe 2-way visibility.
12" wide x .120" thick

(1/8"). with 2/3 overlap.
Standard strips have
a temperature range
from -200 F to 1500 F. Cuts Drafts, Dust, & Fumes

 8”x .080”Thick • 12”x .120”Thick Model no.  each

Smooth 8”wide x 150 Ft. Roll AL--171105 $139.
Smooth 8”wide x 300 Ft. Roll AL--170008 249.

Smooth 12”wide x 150 Ft. Roll AL--170012 259.
Smooth 12”wide x 200 Ft. Roll AL--170015 347.

Ribbed 12”wide x   75 Ft. Roll AL--171114 199.
Ribbed 12”wide x 150 Ft. Roll AL--170013 359.

RIBBED
Strip-Door

   price per
Square Foot

for face mount add 12” to height & width

Smooth
Ribbed

Bulk
Rolls

SmoothSmooth

Smooth Strip
Door

Buy in bulk
do your own

cutting.
easy to cut
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Save Buy in Bulk
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Recessed
Under
Jamb
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STRIP DOORS

NOTE: for face mount add 12” to height & width


